
Super Abrasion Resistant Acid and Frac Hose 

Designed for acid, sand, and hydraulic frac operation, our hoses deliver frac media in water, oil, and acid based 
applications.   

HP Acid and Frac Hose is made with a polymer composite material with an abrasion resistant layer, which is enhanced 
by rubber for extra protection. The bright contrasting yellow and red inner rubber layer becomes visible when the 
polymer composite material is worn, providing early warning about hose abrasion.  

HP Acid and Frac Hose Specification 

Size: 2" - 7" 
Working Pressure: 15000 Psi, 20000 Psi 
Inner Layer: Polymer Composite Material 
Reinforcement: Multiple Spiral Super Flexible Steel Wire 
Outer Rubber Layer: Abrasion and Weather Resistant Synthetic Rubber 
Temperature Range：-20°C to +100°C (-4°F to +212°F) 
Connection: Integral Hammer Union, API 6A Flange Ends and Others  
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HP Acid and Frac Hose Schematic Diagram 

NOTE: 1- Union/flange;  2-End connector;  3- Acidizing and fracturing hose body

Frac Hose Technical Parameter 

Size ID OD Working Pressure Test Pressure Min. Bend Radius Weight Volume 
inch inch inch psi psi ft. lb/ft bbl/ min m/min 

2" 
1.79 3.77 15000 22500 4.62 12.09 9.00 1.46 
2.02 4.09 15000 22500 4.62 13.43 12.00 1.91 

2-1/2"
2.30 4.80 15000 22500 4.95 17.47 14.80 2.34 
2.54 5.08 15000 22500 4.95 20.15 18.50 2.90 

3" 3.02 5.60 15000 22500 5.28 25.53 26.00 4.17 
3-1/2" 3.53 6.55 15000 22500 6.6 33.59 35.80 5.70 

4" 4.05 6.79 15000 22500 6.6 37.63 47.00 7.47 

5" 
5.04 8.53 15000 22500 6.93 60.47 80.00 11.58 
5.16 8.73 15000 22500 6.93 75.26 84.00 12.13 

6" 5.56 9.52 15000 22500 7.26 87.35 88.6 14.07 

2" 
1.75 4.21 15000 22500 4.95 16.12 9.00 1.46 
2.02 4.44 20000 30000 4.95 17.47 12.00 1.91 

2-1/2"
2.26 5.00 20000 30000 5.28 21.50 14.80 2.34 
2.54 5.28 20000 30000 5.28 24.19 18.50 2.90 

3" 
2.74 5.63 20000 30000 5.61 29.56 22.00 3.50 
3.02 5.75 20000 30000 5.61 30.91 26.00 4.17 
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